
Garage Door DetailsWorkshop A9.1

GARAGE DOOR BUCKS SHOWN INSTALLED WITH TRACKS
KNEE WALL FRAMED AROUND STEM WALL INSULATION

ROUGH OPENING PRIOR TO BUCKS AND 
ADDITIONAL FRAMING
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THE 5”x2.5” NOTCH IN THE STEM WALL CREATES 
A TOTAL 7” GAP WHEN COMBINED WITH THE 2” OF THE 
JAMB TRIM. THIS ALLOWS FOR A 2x6” BUCK TO BE INSTALLED.
THE REMAINING 1.5” IS USED FOR A SMALL KNEE WALL
 TO SURROUND THE INSULATION.

KNEE WALL MADE OF 2x2’S, PRESSURE TREATED WHEN IN 
CONTACT WITH CONCRETE. TOP PLATE SIZE TO RETURN BACK
TO MAIN FRAMED WALL.

GARAGE DOOR BUCK

24” O.C.

2x6 TOP PLATE. IF JOIST BEARING, THIS NEEDS TO BE
A DOUBLE PLATE

PLATE ON TOP OF THE INSULATED LVL  PROVIDES A BETTER
NAILING SURFACE FOR THE CRIPPLE STUDS. ALSO JOINS THE
2 LVL’S TOGETHER 

INSULATED LVL HEADER. SUGGEST 2 14” MICROLAMS
WITH 2” EPS FOAM  SANDWICHED BETWEEN. 

2x8 CEDAR JAMB AND HEAD

TREATED SOLE PLATE

OPENING IS 8’ X 8’

2x BLOCKING ON WALLS WITH A LOT OF OPENINGS, 
TO GIVE A BACKER TO SHEATHING, OR TO MOUNT INTERIOR
CABINETS, ETC

INSULATION ONLY WRAPS UP STEM WALL — IT TERMINATES
AT EXTERIOR DOORS WITH SLAB RUNNING OVER TOP.
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